














Focus on features

Temperature Ranges and Rates'

1.Temperature variation

Size Compact Medium Large Extra Large rates {°C/min)
heating/cooling calculated
Al 274 11w 20a 08v 12a 05w 1.0 a 04+ in the temperature range
"g B1 52a 19W 38 a 14 254 (09w 21 a 08w -30°C/+80°C at.empty
> c1 x2 ZAAN 20 VRS AN B0 2 cromher acoring o lEC
S A2 274 15v 554 11v 124 07v {04 05+ 3
o B2 524 26w 20a 19+ 25 a 13w 21 a 10w 2.The air treatment system
C2 X2 554 28v 37a 19v 30a 1.6+ too big to be installed
inside the chamber.
temperature range +80°C/-30°C  temperature range +80°C/-40°C JHE AT P

. W COOLING DOWN
2mperature range +8u°C/—65°C temperature range +80°C/—70°C

Humidity Control System
AVAILABLE CONTROL SYSTEMS

Capacitive probe CLIMATIC WORKING RANGE: 10/98% R.H.
(electronic system) ;

Wet bulb dry bulb i
(psychrometric system) |
on request ;
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Standard Sizes

Standard Size Capacity
1. Compact 10 m?
2. Medium 16 m?
3. Large 30 m?
4. Extra Large 40 m?

COOLING UNITS
(installed on the back)

1.A1 cooling unit (T range: -40°C/+80°C)
2. A2 cooling unit (T range: -70°C/+80°C)
dim: 1550x1000x2180 mm (WxDxH)

3. B1 cooling unit (T range: -40°C/+80°C)
4. B2 cooling unit (T range: -70°C/+80°C)
dim: 2000x1200x2180 mm (WxDxH)

5. C1 cooling unit (T range: -40°C/+80°C)
6. C2 cooling unit (T range: -70°C/+80°C)
dim: 2000x1200x2180 mm (WxDxH)

Internal Dimensions (WxDxH)
1820 x 2120 x 2560 mm
3000 x 2120 x 2560 mm

3640 x 3300 x 2560 mm
4820 x 3300 x 2560 mm

CORRESPONDING AIR HANDLING SYSTEMS

(installed on the ceiling)

Air treatment unit
dim: 1650x700x560 mm (WxDxH)

Air treatment unit
dim: 2050x700x560 mm (WxDxH)

Air treatment unit
dim: 2750x700x560 mm (WxDxH)
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